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Attachment 10  (ADDED-AFMC) 

 WARNING:  When cabin altitude exceeds 10,000 feet MSL all crewmembers will continuously breathe 
100 percent oxygen from available regulator or wal-around bottle.

Table A10.1.  (Added-AFMC) Cabin Altitude Checklists
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 Table A10.2. (Added-AFMC) Cabin Altitude Checklists (Concluded)
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 Pre-Slowdown Checklist. The loadmaster will make a visual inspection of the cargo compartment prior
to initiation of the Pre-Slowdown Checklist to ensure that nothing has fallen between or aft of the airdrop
load(s) as a result of takeoff or maneuvering. If in-flight rigging required, the loadmaster will use the
applicable DD Form 1748 as a checklist to ensure all items are completed. Complete this checklist prior
to Slowdown. Coordination between PF and Loadmaster will determine the time required to prepare the
load for airdrop and the pre-slowdown point. The PF initiates the Pre-Slowdown Checklist.
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Table A10.3. (Added-AFMC) Pre-Slowdown Checklists
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 Table A10.3. (Added-AFMC) Pre-Slowdown Checklists (Continued)
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 Table A10.3. (Added-AFMC) Pre-Slowdown Checklists (Continued)
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  Table A10.3. (Added-AFMC) Pre-Slowdown Checklists (Concluded)
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Slowdown Checklist.  The PF will initiate the slowdown checklist upon arrival at the slowdown point
(when annunciated on PFDs, when indicated on the SKE PPI MFD and/or MAP Navigation Display,
when indicated on the SKE FCI panel, or as briefed). If a visual formation slowdown is con-ducted with-
out SKE, aural/visual slowdown warnings must be coordinated between formation lead and wingman.
The mission computer will display an adjusted slowdown point, within preflight entered limits, in order to
accomplish precise TOT control.
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Table A10.4. (Added-AFMC) Slowdown Checklists
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 Table A10.4. (Added-AFMC) Slowdown Checklists (Continued)
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 Table A10.4. (Added-AFMC) Slowdown Checklists (Continued)
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 Table A10.4. (Added-AFMC) Slowdown Checklists (Continued)
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 Table A10.4. (Added-AFMC) Slowdown Checklists (Concluded)
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Release Point Checklist. The following actions will be accomplished during the AMBER-GREEN-RED
light sequence. The release sequence is the same for both AUTO and MANUAL delivery modes. In
MANUAL, the PNF will press the JUMP/RELEASE light, and in AUTO the PNF will observe the proper
sequence (and intervene if required).
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Table A10.5. (Added-AFMC)  Release Point Checklists
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 Table A10.5. (Added-AFMC) Release Point Checklists (Continued)
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 Table A10.5. (Added-AFMC) Release Point Checklists (Continued)
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 Table A10.5. (Added-AFMC) Release Point Checklists (Continued)
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 Table A10.5. (Added-AFMC) Release Point Checklists (Concluded)
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 Post Drop Checklist.  The Post drop Checklist will be followed by the Pre-Slowdown Checklist for mul-
tiple personnel drops.

Note:  Items marked with an asterisk (*) are re-accomplished for race tracks.
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Table A10.6. (Added-AFMC) Post Drop Checklists
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 Table A10.6. (Added-AFMC) Post Drop Checklists (Continued)
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 Table A10.6. (Added-AFMC) Post Drop Checklists (Continued)
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 Table A10.6. (Added-AFMC) Post Drop Checklists (Concluded)
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Table A10.7. ((Added-AFMC) Combat Offload Checklists

PILOTS LOADMASTER

1.  “CREW, COMBAT OFFLOAD  CHECKLIST (PF)- 
“ACKNOWLEDGED” (PNF, LM)

1. “CREW, COMBAT OFFLOAD CHECKLIST 
(PF)- “ACKNOWLEDGED” (PNF, LM)

2.  Crew Briefing - “COMPLETE” (PF) 2.  L LOCK ADS GANG CONTR REL Switch - 
REL (As Required)

3.  Hot Mike - "SET" (PF, PNF)                                         
4.  Taxi Clearance - "READY TO OFFLOAD" (LM)

When utilizing the ADS rail system, activate the L 
LOCK ADS GANG CONTR REL switch to remove 
left rail locks/lips for pallet(s)/platform(s) to be off-
loaded.

The aircraft commander is responsible for ensuring that the 
offload area is clear. If required, deplane the Loadmaster to 
check offload area.

3.  Hot Mike - ON                                                   
Hot Mike will be turned on when connnected to a 
HRP

5.  Data on - “DATA ON” (PNF)                                          
6.  Power - “STABLIZED” (PF)                               
Advance power to charted break-away EPR (per Part 10, 
T.O. 1C-17A-1-1) while holding brakes. This setting will 
vary depending upon surface conditions, slope, wind, air-
craft weight, and cargo weight.

WARNING:  Ensure all personnel in the cargo 
compartment who are not directly involved with the 
offload operation are seated with seat belts fastened 
prior to brake release.  Failure to comply may result 
in injury to personnel.                     
4.  Taxi Clearance - "READY TO OFFLOAD" 
(LM)   

WARNING:  If for any reason prior to brake release the 
operation becomes unsafe, state “ABORT - ABORT - 
ABORT”                                                      
 WARNING:   During offload, the nose of the aircraft may 
pitch due to shifting center of gravity. Do not retard throttles 
or apply brakes, except in an emergency or until the load-
master reports the load is clear or there is a malfunc-
tion.                                                                
CAUTION: Ensure brakes are not released until charted 
EPR is set and stabilized and loadmaster has stated 
"RELEASE". 

5.  Power - “STABLIZED” (PF)                    
WARNING:  If for any reason prior to brake release 
the operation becomes unsafe, state "ABORT - 
ABORT - ABORT".  If all locks have been released, 
GANG LOCK the locks.      
6. “STANDBY...BRAKES...RELEASE”  (LM)         
    a. If using the ADS rail system, press the ADS  
LOCK GANG CONTR R LOCKS switch to REL at 
“STANDBY.” Ensure all lock annunciators are 
blank or blinking for a cargo floor offload and blank 
for a ramp offload before stating “RELEASE”.

CAUTION: Taxi aircraft in a straight line.  Any attempt to 
turn aircraft during offload may damage the air-
craft.                                                                                       
7. “STANDBY...BRAKES...RELEASE” (LM)

     b. If using the logistic rails, press the LOG LOCK 
GANG REL L/R LOCKS RAMP/FLOOR switch 
(es) to REL at “STANDBY”. Ensure all lock annun-
ciators are blank before stating “RELEASE”. 

 WARNING: If "MALFUNCTION" is stated by the load-
master, the pilot maneuvering the aircraft will bring the air-
craft to a gradual stop.                                                  
 8. Pilot Notified - "LOAD CLEAR" or  "MALFUNCTION" 
(LM)                                                                              
 9. Data Off - "DATA OFF" (PNF) 

     c. ADS BACKUP Panel, CDS Release Switch - 
REL (As Required)                         
 WARNING: If locks fail to release or load stops 
moving aft, ensure that all pallet(s)/platform(s)/ con-
tainers that are moving have exited, GANG LOCK 
the locks, then state "MALFUNCTION".
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10. Cargo Door and Ramp - CLOSED (PNF)
11. Loadmaster's Report - "CHECK COMPLETED, READY 
TO TAXI" (LM)                                                          
12. Combat Offload Checklist - "COMPLETE" (PNF)

NOTE: Return to the Operational Stop Checklist.

7. Pilot Notified - "LOAD CLEAR" or  "MAL-
FUNCTION" (LM)                                                        
Advise the pilot when all pallets/platform are off-
loaded. If locks cannot be re-engaged into the pal-
let(s) or platform(s), secure the pallet(s) or 
platform(s) with tiedown equipment.
Do not apply tiedown equipment until aircraft has 
stopped. If the GRM fails to release, state “MAL-
FUNCTION”. Secure the load with tiedown equip-
ment after the aircraft has 
stopped.                                                                                  
8. Cargo Door and Ramp - CLOSED
Cargo Door and Ramp can be closed from either the 
Fwd or Aft Loadmaster station.                            
9. LOG LOCK GANG REL RAMP/FLOOR Switch-
es - LOCK (As Required)

Upon completion of a partial offload of pallets/plat-
forms from the logistics rails, activate the LOG
LOCK GANG REL RAMP/FLOOR switches to
LOCK and ensure rail locks/lips are engaged in all
pallet(s)/platform(s) remaining on the aircraft.

10. ADS L and R LOCK SELECT Rotary Switches 
- Safe

11. CDS GATE SELECT Rotary Switch - Safe (As
Required) 

12. Hot Mike - OFF

13. Cargo Door Ditching Locks - Engaged (T-1 
only)

14. Cargo Compartment - Secured

15. Loadmaster's Report - "CHECK COMPLETED, 
READY TO TAXI" (LM)


